
Multi-applications
Seal-R-Film performs exceptionally well in the microbiology 
 industry as well as in laboratory processes and grafting tape.

Description
Is a semi-transparent, thermoplastic flexible, self-sealing,
moisture-resistant film that can stretch and mold to irregular
surfaces and stays in place.

Approvals
Complies with the FFDCA, as amended and promulgated
by the FDA in Title 21 of CFR, parts 170 through 189

Self-Adherent
The film is self-adherent when stretched over and
around a surface or an object.

Perfectly Sealed Science
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Specifications

Product Code          Dimensions
PRC 2250                     2 in X 250 ft
PRC 4125                     4 in X 125 ft
PRC 4250                     4 in X 250 ft
PRC 2050                     20 in X 50 ft
Thickness:                 +/- .0055 in  (0.14mm )
Length:                        Minimum 125 feet (38.1 m)
Width:                          4.0 +/- 0.02 in (101.6 +/- 0.5mm)

Carton core               Outer diameter: 3.35 inch. 
diameter:                   Inner diameter: 2.95 inch

4 different sizes

Seal-R-Film TM, is a blend of organic paraffins
mixed with synthetic wax that sticks to itself,
stretching up to 5 times its length and 3 times
its width.

Composition

Do not stack more than 8 boxes of 24 rolls, their
storage requires conditions above 50ºF and below
86ºF  (10ºC and below 30ºC), avoid light and heat.

Flatness No bumps, smooth, Colour Translucent
White or other colors, Slight Candle Wax Odor, No
Holes, Impurities In an area of 50.8mm Weight x
100mm Length, Impurity <=5 pcs; Diameter <=0.2
mm, Acceptable.

Cautions & Storage

Appearance Seal-R-Film complies with the Federal Food, Drug
and Cosmetic Act (FFDCA), as amended and
promulgated by the FDA in Title 21 of Code of
Federal Regulations, parts 170 through 189, and
can come in contact with many pharmaceutical
products and food.

Organic Compliance


